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PF 2700 SBS S/S EXP 
ref. 01553926

Flexible waterproofing membrane, consisting of a
non-woven polyester reinforcement, coated on both 
side with elastomer (SBS) bitumen.

COMPOSITION

- reinforcement : 
- non-woven polyester 180 g/m² 
- coating :
- topside coated with elastomer bitumen 
- bottom side coated with elastomer bitumen 
- finishing :
- topside covered with sand and a 12 cm film on the 
overlap
- bottom side covered with sand 

APPLICATIONS

First layer in a multi-layer roofing system with SBS 
sheets.

TECHNICAL SPECIFICATIONS
(All values are averages and may be subject to modifi-
cations without prior notice) 

L 700 Ntensile strength (EN 12311-1) 
T 500 N
L 40 %elongation at break (EN 12311-1) 
T 40 %

low temperature flexibility (EN 1109) - 20°C 
flow resistance at elevated 
temperature (EN 1110) 

110 °C

L 130 Nresistance to tearing (nail shank) 
(EN 12310-1) T 120 N

DIMENSIONS

- Length:   16 m
- Width: 1 m
- Average weight: + 43 kg 

FIXING

- Mechanically fixed 
- Loose laid with ballast 
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PROTECTIVE STRIP FOR JOISTS

7 cm
 ± 3,6 kg/roll
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